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June 07 FFS — Old Alternatives

Volume Flooded Area Cost (SB)

Alternative (MCcY) Change (acres)  [A - BJ*

1: Dredging

2: Cap w/o navigation or flooding

3: Cap w/ Authorized nav channel

4: Cap w/ Current Use nav channel

5: Cap w/ Future Use nav channel

6: Cap with Future Use & Dredge
Erosional/Inventory Zones

No Action

*Costs are for dredged materials management scenarios A & B:
eScenario A: Nearshore CDF Disposal

eScenario B: Nearshore CDF Storage with Thermal Treatment and Nearshore CDF Disposal




Revisions to Alternatives for ‘08 FFS

Navigation: Lower 2 miles
A serves current & future use

Pre-dredging in RM2-8 to control flooding
impacts

Re-evaluated cap design

 Armor placement criteria (1" A 3")

* Sand thickness (2.5' A 2')

Principal Threat removal - est. 350,000 CY

Dredged Material Management: Added off-site
disposal and full decontamination




Alternatives for ‘O8 FFS — As they stand now

Dredged Material Management Scenario

Dredging
Alternatives* Volume Off-Site
el Treatment & Full Decon
(MCY) Disposal

Disposal

N I
Capping w/ 4.8 5 7
Navigation in

Lower 1.9 mi.

Capping w/o 3.3
Navigation







